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MICRO THIN SLATE

ARCHITECTURAL PANEL COLLECTION




OVERVIEW

Micro-Thin Slate Veneer is a new stone veneer that can be applied to
many different indoor and outdoor surfaces. It is light weight and
flexible allowing it to be used in many applications including vertical
and horizontal surfaces not previously considered for stone due to

weight and / or flaking issues. MICRO THIN SLATE
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USES

Micro-Thin Slate Veneer is perfect for wall applications, furni-
ture, millwork, lighting, column cladding and numerous other
interior and exterior applications (including transparent).
Micro-Thin Slate Veneer is not recommended for flooring or
countertop applications due to the thin soft nature of the
stone veneer.

SURFACES

Micro-Thin Slate Veneer can be applied to MDF, foam board,
melamine, concrete, brick, block, drywall, plywood, acrylic
and other plastic sheeting.

INSTALLATION

Micro-Thin Slate Veneer can be glued using most standard laminate
adhesives having a thick body or foaming quality. Prior to applica-
tion, it is imperative to clean, brush and de-grease the receiving sur-
face of dust, oils or any other contaminants. In some installations,
and depending upon the adhesive used, it may be necessary to prep
the back of the Micro-Thin Slate Veneer with solvent or recommend-
ed primer by the adhesive manufacturer. We recommend making a
test area with any adhesive prior to final application.

Ocean Sabjani White Terra Red

Multi Color Black Jeera Green Indian Autumn Silvershine
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